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1.0 INTRODUCTION 
This addendum to the 1991 Annual RCRA Ground Water Monitoring Report for Regulated Units 
at the Rocky Flats Plant (hereafter referred to as the 1991 Report) completes the information 

required under the Colorado Hazardous Waste Act regulations 6 CCR 1007-3, Subpart F, 265.94. 

Data presented in this addendum, which were unavailable during preparation of the 1991 Report, 

include groundwater quality for the three regulated units (Solar Evaporation Ponds, West Spray 

Field, Present Landfii) at the Rocky Flats Plant (RFP). 

Additional data received to supplement the 1991 Report have been listed by Resource 

Conservation and Recovery Act (RCRA) unit, well number, analyte group, and sampling quarter 

in a data accountability table (Appendix A). Additional 1991 data available in this addendum 

are designated in the table with an "X." Because the unconfined water table at RFP is dynamic, 

there were times when there was insufficient water in wells to sample for the entire parameter 

list. As a result, not all wells have data for every parameter. For low production wells, sample 

collection was prioritized as follows: volatile organic compounds (VOCs), inorganics, 

nitrate/nitrite, gross alphdgross betahraniurn, dissolved metals, plutoniurrs/americium, tritium, 

cesiumhadiumhtrontium, cyanide, and phosphate. For those wells, a qualifier such as "NR" 
(Analysis Not Requested), or "RS" (Rad Screen Only Requested) is used in the table to signify 

an incomplete data set. Appendix B includes all additional groundwater quality data for 1991. 

Groundwater quality data presented in the addendum consist of data from the third and fourth 

quarters of 1991 for dissolved metals and VOCs; first, third, and fourth quarters for inorganics 

(including water quality parameters); and f i s t  and fourth quarters for radionuclides. Data 

obtained during 1991 and presented in this addendum are in the process of being validated in 

accordance with Environmental Management Program Quality Assurance procedures. At the time 

this addendum was prepared, only 59 percent of the data had been validated. Therefore, 

conclusions made in this addendum are based on, as yet, much unvalidated data and may change 

as all the data are validated. Table A-1 lists the chemical constituents monitored in groundwater 

during 1991. 

1-1 
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Additional 1991 groundwater quality data from monitoring wells located within each RCRA unit 

were assessed by comparing the additional data to background groundwater quality obtained from 
sitewide background wells at RFP and to historical water quality data (from previous and 

subsequent sampling periods) for each well. The sitewide background wells are predominantly 

located upgradient of the plant’s industrial facilities and are unaffected by plant activities, 

providing samples that are representative of background groundwater quality for the entire site. 

Comparison to sitewide background values is presented for general purposes only, as appropriate. 

Table A-2 presents background groundwater quality exceedance values at RFP. 

Additional data obtained from downgradient wells for each regulated unit discussed in the 1991 

Report were evaluated by comparing upgradient to downgradient data populations using the 

statistical methods outlined in Section 1.2.3 of the 1991 Report (summarized in Figure A-1), 

where such additional data were sufficient to allow statistical comparison. For each RCRA unit, 

downgradient groundwater contamination may be indicated when either the proportion of 

detections downgradient is significantly greater than upgradient, or there is a statistically 

significant increase in the mean analyte concentration downgradient with respect to the upgradient 

concentration as determined by analysis of variance (ANOVA) testing. Data presented in this 
addendum for the Solar Evaporation Ponds and the Present Landfill were not subjected to 

statistical analysis due to the small size of the data set relative to the original data set; the 

additional data would therefore not affect the statistical conclusions reached in the 1991 Report. 

Sufficient data were available, however, to allow statistical analysis and comparison between 

upgradient and downgradient data for the West Spray Field due to the greater number of data 

points for this RCRA unit. Any changes in the interpretations and conclusions reached in the 

1991 Report as a result of additional data in the addendum are noted. 

The 1991 Report included an analysis of groundwater elevations for the four quarters of 1991. 

No new data were added to the data set and there are no changes in interpretation of the 

groundwater flow system at the individual RCRA units. 

1-2 
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2.0 SOLAR EVAPORATION PONDS 

Table A-3 is a list of groundwater monitoring wells at the Solar Evaporation Ponds. Figures A-2 

and A-3 show the location of wells screened in surficial and weathered bedrock materials, 

respectively, that have additional data and list the analyte groups for which additional data were 

received. Appendix B presents the complete analytical results. Additional groundwater quality 

data from 14 wells at the Solar Evaporation Ponds for 1991 are included in this addendum. Eight 

of 14 wells at the Solar Evaporation Ponds are screened in sdicial  materials; six wells are 

screened in weathered bedrock. 

For surficial wells, additional data are presented from the first and fourth quarter for 

radionuclides (six wells), the third quarter for inorganics (including water quality parameters) 

(three wells), the third quarter for metals (two wells), and the third quarter for VOCs (three 

wells). For weathered bedrock wells, additional data are presented from the fourth quarter for 

radionuclides (five wells), and from the third quarter for inorganics, metals, and VOCs (one 

well). 

2.1 GROUNDWATER QUALITY IN THE SOLAR EVAPORATION PONDS AREA 

Figures A-4 and A-5 show the concentrations of Uranium-233, 234 (U-233, 234) in wells 

screened in surficial materials and weathered bedrock, respectively. These figures include 

additional 1991 data. Concentrations of U-233, 234 for the six surficial wells supplying 

additional fourth quarter data range from 2.17 (P207489) to 33.7 picocuries/liter @W) (2187). 

Reported concentrations of U-234 in the six wells are al l  above sitewide background values, but 

are within the range of values (2.13 to 105.2 pCi/l) reported for the Solar Evaporation Ponds. 

(EG&G 1991). 

Additional fourth quarter data for U-233, 234 for the five weathered bedrock wells range from 

2.3 (P210189) to 37.49 pCi/l (P209889). Levels of U-233, 234 for weathered bedrock are also 

above sitewide background values, but are also within the range of values reported for weathered 

bedrock wells at the Solar Evaporation Ponds (EG&G 1991). Concentrations of additional 

2- 1 
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U-233, 234 data for surficial materials and weathered bedrock are highest in wells located 

northeast, southeast, and immediately north and south of the Solar Evaporation Ponds, which is 

consistent with distributions reported in the 1991 Report (EG&G 1991). 

Figure A 4  also shows the detected concentrations of Uranium-238 (U-238) in surficial wells for 

1991, including additional fourth quarter data. Concentrations of additional data in surfcial 

materials range from 1.89 (P207489) to 22.2 pW(2187). These levels are consistent with levels 

for previous quarters where the range was reported as 1.61 to 74.7 pCi/l (EG&G 1991). Detected 

concentrations in weathered bedrock wells (Figure A-5) range from 1.10 (P210189) to 28.56 p W  

(P209489). The range presented in the 1991 Report was 0.23 to 67.79 pcifl. These levels are 

also consistent withprevious quarters (EG&G 1991). The highest concentration of U-238 in the 

additional data for surficial materials was in well 2187, located southeast and downgradient of 

the Solar Evaporation Ponds. The highest level of U-238 in the additional data for a bedrock 

well was in well P209489, located immediately north and downgradient of Pond 20742. 

Concentrations of Americium-241 (total) (Am-241 (total)) and Plutonium-239, 240 (total) (Pu- 

239,240 (total)) for surficial and weathered bedrock wells for additional fourth quarter data were 

all below the detection limit (DL = 0.01 pW) .  Consequently, no additional figures depicting 

the new data were prepared for this addendum. Decreases in Am-241 (total) concentrations from 

0.136 pCi/l in the second quarter to nondetect levels in the fourth quarter were observed in 

surficial well 1586, located northeast and downgradient of the french drain and the Solar 

Evaporation Ponds. Levels of Am-241 (total) and Pu-239, 240 (total) in the additional data are 

consistent with concentrations in the 1991 Report (EG&G 1991). 

Additional data for nitrate/nitrite (NOJNOd was reported for three surficial material wells and 

one weathered bedrock well for third quarter 1991. Additional data for surficial wells range from 

37.0 to 160 milligrams per liter (ma) .  Well 2686 reported 37 m a ,  well 2886 reported 

150 m a ,  and well 5687 reported 160 m a .  These wells are located immediately south and east 

of the Solar Evaporation Ponds. There was no change in concentrations for well 2686 from 

2-2 
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previous or subsequent quarters. Well 2886 exhibited a range in concentrations for nitrate/nitrite 

from 62 to 170 mg/l in the second quarter, to a high of 240 mg/l in fourth quarter. Third quarter 

data for well 2886 is consistent with this range. Third quarter concentrations in well 5687 

(160 m a )  are greater by almost a factor of two than either previous or subsequent quarters, but 

does not substantially alter the interpretation presented in the 1991 Report. Nitratehitrite levels 

of 10 mg/l for the third quarter in weathered bedrock well P209389 are consistent with previous 

and subsequent quarters for this well and within the range of values established in the 1991 

Report 

VOCs were detected in one of three sdicial  wells (5687) and one additional weathered bedrock 

well (P209389) for third quarter 1991 (Figures A-6 and A-7, respectively). VOCs detected in 

groundwater in surficial well 5687 include trichloroethene (TCE), 1,l-dichloroethane (1,l-DCA), 

1,l dichloroethene (1,l -DCE), and total- 1 ,2-dichloroethene (t- 1 ,2-DCE) at concentrations ranging 

from 6 micrograms per liter (pa) to 74 pg/l (TCE). VOC detections in weathered bedrock well 

P209389 include 1,l-DCE, chloroform, carbon tetrachloride, and acetone at concentrations 

ranging from 8 pg/l to 84 pg/l (1,l-DCE). Concentrations of VOCs in these two wells are 

unchanged from values presented in the 1991 Report and, therefore, do not alter established 
conclusions regarding VOC occurrence in the Solar Evaporation Ponds area. The presence of 

acetone in well P209389 is probably due to contamination during laboratory analysis. Acetone 

has been recognized by the U.S. Environmental Protection Agency as a common laboratory 

contaminant (EG&G 1991). 

2.2 CONCLUSIONS 

Conclusions regarding groundwater quality in the area of the Solar Evaporation Ponds in the 1991 

Report (EG&G 1991) indicate that groundwater in downgradient surficial and weathered bedrock 

wells to the north, east, and southeast of the Solar Evaporation Ponds are impacted with 

radionuclides, VOCs, inorganics (primarily nitrate/nitrite), and total dissolved solids (TDS). 
Additional data received for 1991 support these conclusions. VOCs were also detected 

upgradient and south of the Solar Evaporation Ponds in the vicinity of Pond 207-C in third 

2-3 
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i quarter 1991. The occurrence of radionuclides in wells within and downgradient of the Solar 

Evaporation Ponds for fourth quarter 1991 is consistent with the distribution identified in the 

1991 Report. Levels of nitrate/nitrite are also consistent with those reported previously (EG&G 

1991). 
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3.0 WEST SPRAY FIELD 

Appendix B presents additional data from nine wells from third and fourth quarters of 1991 at 

the West Spray Field. Additional data included inorganics for the third (five wells) and fourth 

quarter (three wells), metals for the third (five wells) and fourth quarters (three wells), 

radionuclides for the fourth quarter (seven wells), and VOCs for the third (five wells) and fourth 

quarters (three wells). Table A 4  lists the West Spray Field groundwater monitorhg wells. 

Figure A-8 depicts the location and analyte groups for which additional data are presented for 

surficial wells. There were no outstanding data for weathered bedrock wells. Due to the large 

amount of additional 1991 data for the West Spray Field relative to the original 1991 data set, 

statistical analysis of the data was performed. 

3.1 STATISTICAL EVALUATION OF DOWNGRADIENT GROUNDWATER 
QUALITY WITH RESPECT TO UPGRADIENT GROUNDWATER QUALlTY 

Groundwater quality data from a monitoring well located upgradient of the West Spray Field 

were statistically compared with groundwater quality data from monitoring wells located 

downgradient of the unit to assess potential contaminant releases into the uppermost aquifer by 

the regulated unit. One upgradient well (5186) provides upgradient groundwater quality data for 

the West Spray Field. Five wells (B110989, B111189, B410589, B410689, and B410789) 

monitor downgradient groundwater quality. Comparisons between downgradient and upgradient 

groundwater data were made following the statistical methods discussed in Section 1.2.3 of the 

1991 Report (EG&G 1991). Figure A-1 presents a flowchart describing the process used to 

select the appropriate statistical procedure for each analyte at the regulated unit. For the West 

Spray Field, sufficient additional 1991 data were available to allow statistical analysis to be made 

using the flowchart as guidance. 

Tables A-5, A-6, and A-7 summarize the statistical comparisons between upgradient and 

downgradient groundwater. Mercury was the only analyte having less than 10 percent quantified 

results that exceeded the detection limit in a downgradient well uable A-5). For analytes with 

10 to 50 percent quantified results (Table A-6), a test of proportions indicates that magnesium 

RFL/RpTo379 7/31/92 9:22 am pf 
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has a statistically higher proportion of detects in downgradient wells when compared to the 

upgradient well. The proportion of detections in the upgradient well is less than the proportion 

of detections in the downgradient wells, indicating potential contamination with respect to this 
analyte in the downgradient wells. Phosphate was found to occur at higher concentrations in the 

upgradient well than downgradient, indicating an upgradient and off-site source of phosphate at 

the West Spray Field. Acetone occurs with some frequency (10 to 50 percent quantified results); 

however, the statistical analysis indicates that there is no significant difference between the 

upgradient and downgradient occurrence of this analyte based on the test of proportions. The 

presence of acetone in West Spray Field groundwater samples is thought to be due to laboratory 

contamination during sample analysis (EG&G 1991). 
I 

Table A-7 summarizes the results of ANOVA tests on groundwater data for analytes with more 

than 50 percent quantified results. Analytes and parameters showing statistically significant 

differences between upgradient and downgradient wells include uranium-233, 234, fluoride, 

chloride, sodium, sulfate, nitrate/nitrite, and specific conductance. The occurrence of uranium- 

233, 234, fluoride, sodium, and chloride, in downgradient wells at concentrations statistically 

greater than upgradient wells and an increase in specific conductance values, may indicate 

downgradient contamination. Analytes detected in upgradient wells at concentrations exceeding 

downgradient wells include nitrate/nitrite and sulfate. 

3.2 GROUNDWATER QUALITY IN THE WEST SPRAY FIELD AREA 

Radionuclides detected in West Spray Field monitoring wells during 1991 include Am-241 (total), 

PU-239, 240 (total), U-233, 234, and U-238. Additional 1991 data for radionuclides (fourth 

quarter results) report concentrations that are below the detection limit for these analytes. 

Statistical analysis of all 1991 West Spray Field data (Table A-7) indicate that one radionuclide 

(U-233, 234) occurs at concentrations in downgradient wells at statistically greater levels than 

upgradient concentrations. U-233, 234 was detected in two of four quarters in three 
downgradient wells (B110789, B410589, and B410789), indicating an impact on groundwater 

quality by the West Spray Field. Detections of Am-241 (total), PU-239, 240 (total), and U-238 

3-2 
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showed no significant statistical difference between upgradient and downgradient wells. As a 
result, additional data for radionuclides presented in this addendum do not alter conclusions made 

in the 1991 Report regarding radionuclide occurrence at the West Spray Field. 

Metals were detected infrequently in monitoring wells at the West Spray Field. Statistical 

analysis (Tables A-6 and A-7) indicate that only magnesium and sodium occur at concentrations 

in downgradient wells at statistically greater concentrations than upgradient wells. However, 

neither of these analytes exceeds sitewide background values. Strontium approaches the critical 

Z value for downgradient wells (Table A-6), but was frequently detected in sample blanks and 

may not be representative of groundwater concentrations at the West Spray Field (EG&G 1991). 

Of the additional 1991 data for metals, only aluminum, chromium, and iron occur at levels above 

sitewide background (Well 5686), but not at levels that would indicate an impact on the surficial 

materials flow system. The additional metals data for the West Spray Field do not alter the 

conclusions regarding metal occurrences reached in the 1991 Report. 

Inorganic analytes frequently detected include bicarbonate, chloride, fluoride, nitratehitrite, 

orthophosphate, sulfate, and total suspended solids. Of these, only chloride, fluoride, and sodium 

occur at significantly greater concentrations in the downgradient wells (Table A-7). 

Nitrate/nitrite, phosphate, and sulfate occur at significantly greater concentrations in upgradient 

wells, suggesting an upgradient source for these analytes (Tables A-6 and A-7). Levels of sulfate 

did not exceed sitewide background values in any well. Figure A-9 illustrates nitratehitrate data 

for third quarter 1991, including additional data from seven wells not included in the 1991 

Report. A comparison of second quarter data (Figure 3-8 in the 1991 Report) and third quarter 

data (Figure A-9) show little change in nitrate/nitrite values between the two quarters. Therefore, 

the additional third quarter data does not alter previous conclusions regarding nitrate/nitrite 

occurrence in the West Spray Field area (EG&G 1991). Nitratehitrite concentrations exceeded 

sitewide background values in one well (B410789) for additional third quarter data. 

3-3 



3.3 CONCLUSIONS 
Groundwater quality data for 1991, including additional data not included in the 1991 Report, 

indicate that the West Spray Field may be contributing uranium-233,234, magnesium, chloride, 

fluoride, sodium, and nitrate/nitrite to the alluvial groundwater. Nitrate/nitrik values in 

upgradient, as well as downgradient wells, suggest that an upgradient source of this analyte 

exists. The presence of VOCs in sample blanks suggests laboratory contamination and is not 

considered indicative of VOC-contaminated groundwater. Additional data for the West Spray 

Field for 1991 and the statistical treatment of all 1991 West Spray Field data are consistent with 

conclusions made in the 1991 Report regarding analyte occurrence and distribution. In summary, 

neither statistical treatment nor analysis of the additional data altered conclusions made in the 

1991 Report regarding analyte occurrence and distribution. 
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4.0 PRESENT LANDF~LL 

Appendix B presents additional data from 24 wells at the Present Landfill for third and fourth 

quarters, including data for radionuclides (19 wells), inorganics (eight wells), VOCs (five wells), 

and metals (four wells). Seventeen of the 24 wells are screened in surficial materials and seven 

are screened in weathered bedrock. Table A-8 lists the groundwater monitoring wells at the 

Present Landfill. Figures A-10 and A-11 show the location of sdicial  and weathered bedrock 

wells, respectively, that have additional data. 

4.1 GROUNDWATER QUALITY IN THE PRESENT LANDFILL AREA 

Additional 1991 data indicate that radionuclides were infrequently detected in surficial wells at 

the Present Landfill (Figure A-12). Only one surficial well (6387) reported detections of Am-241 

(total) and h-239, 240 (total) above sitewide background for additional fourth quarter data. 

Concentrations were reported for Am-241 (total) at 0.05 pCi/l, and for Pu-239, 240 (total) at 

0.24pCi/l in this well. These concentrations are approximately double the concentrations 

reported in previous quarters for this well. Well 6387 is located within Individual Hazardous 

Substance Site (IHSS) 114. 

U-234 was detected in three of 11 surficial wells and two weathered bedrock wells from the 

additional data. Surficial wells 6387, 6487, and 7087 reported detections above sitewide 

background. Weathered bedrock wells B206189 and B207089 had levels of U-234 (19.49 pCVl 

and 2.348 p a ,  respectively) above sitewide background values. Well B207089 is a 

downgradient well. No significant changes were noted since the previous sampling period, and 

levels of U-234 in these wells are consistent with levels reported in the 1991 Report. 

One detection of U-235 was reported for weathered bedrock well B206189 at 0.71 pCi/l for the 

additional data for the third and fourth quarters. No detections of U-235 in surficial wells were 

reported. U-238 was detected in only two of the 11 surfcial wells and two of the weathered 

bedrock wells that had additional data for third and fourth quarters. All detections of U-238 for 

surficial and weathered bedrock wells were below sitewide background values. 

4-1 
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Additional data for inorganics were reported for three surficial wells and two weathered bedrock 

wells for third quarter and one surficial well and two weathered bedrock wells for first quarter 

1991. Inorganics of concern in the 1991 Report include bicarbonate, calcium, chloride, 

magnesium, sodium, and TDS (EG&G 1991). 

Bicarbonate was detected above sitewide background in one surficial well (7087) at 260 m a ,  

and one weathered bedrock well (B206289) at 280 mg/l. Calcium was detected in two surficial 

wells and one weathered bedrock well at levels slightly above sitewide background. The highest 

concentration above background in a surficial well was 82.7 mg/l in Well 7087. Calcium at 73.0 
mgA was reported at weathered bedrock well B206289. Chloride levels above sitewide 

background were reported only in surficial well 7087 at 48.0 mfl. Magnesium was reported 

slightly above background levels in two surficial and one weathered bedrock well. Sodium was 

detected above background level in only one surficial well (7087). Levels of TDS above sitewide 

background were detected only in surficial well 7087 at 500 mg/l. Overall, levels of inorganics 

in the additional data for wells at the Present Landfill are consistent with levels reported in the 

1991 Report and do not change the conclusions regarding contaminant distributions at this unit. 

VOCs were not detected in any of the wells reporting additional data for the Present Landfill 

area. Surficial wells 6087,7087,7187, and weathered bedrock wells B206289 and B206889 all 
report nondetects for VOCs for the third quarter, which is consistent with levels reported in 

previous and subsequent quarters for these wells. VOCs were reported to have been detected 

infrequently in alluvial monitoring wells and not at all in weathered bedrock wells for 1991 
(EG&G 1991). 

Three surficial wells (6087,7087, and 7187) and one weathered bedrock well (B206289) supplied 

additional data for third quarter metals. Metals of concern identified in the 1991 Report include 

chromium, lithium, potassium, and strontium. Chromium was detected in three surficial wells 

at concentrations ranging from 0.0216 to 0.0845 mfl. Duplicate samples from these same wells 

were nondetects. Lithium was not detected in additional data for surficial or weathered bedrock 



wells. Potassium was detected below background levels in one surficial well, but was not 

detected in any additional weathered bedrock wells. Strontium was detected in three surficial 

wells and one bedrock well at levels below sitewide background. There were no changes in 

concentrations of these metals compared to the 1991 Report. 

4.2 CONCLUSIONS 
With the exception of fourth quarter Am-241 (total) and pU-239,240 (total) data reported for well 

6387, levels of radionuclides, inorganics, VOCs, and metals reported for wells that have 

additional data for 1991 are consistent with levels reported for these wells in the 1991 Report and 

do not alter the conclusions regarding contaminant distributions reached in that previous report. 

The significance of radionuclide levels in well 6387 will be assessed by carefully evaluating data 

from subsequent quarters in 1992. 

RFL/RpTo379 9/2/92 12:16pm pf 
4-3 



1 5.0 REFERENCES 

1, 
1 

EGBrG. 1991. Annual RCRA Groundwater Monitoring Report for Regulated Units at Rocky 
Flats Plant, Golden, Colorado, March 1992. 

EPA (U.S. Environmental Protection Agency). 1989. Statistical Analysis of Ground-Water 
Monitoring Data at RCRA Facilities. Office of Solid Waste, Waste Management Division, 
U.S. Environmental Protection Agency, EPA/530-SW-89-026. f 

1 
3 
I 
8 
B 
1 
b 
I 
!U 
1 
I 
S 

RFL/RpM379 7t31192 9:15 ~JII pf 
5- 1 



TABLES 

. 



Table A-1 Chemical Constituents Monitored in Groundwater During 1991 

Page 1 of 3 

FIELD PARAMETERS 

Specific Conductance 
Temperature 
Dissolved Oxygen 
Alkalinity 

PH 

INDICATORS 
Total Dissolved Solids (TDS) 
Total Suspended Solids (TSS) 
pH (') 

METALS 
Target Analyte List 

Aluminum (Al) 
Antimony (Sb) 
Arsenic (As) 
Barium (Ba) 
Beryllium (Be) 
Cadmium (Cd) 
Calcium (Ca) 

. Chromium (Cr) (2) 

Cobalt (Co) 
copper (a) 
Iron (Fe) 
Lead (Pb) 
Magnesium (Mg) 
Manganese (Mn) 

Nickel mi) 
Potassium (K) 
Selenium (Se) 
Silver (Ag) 
Sodium (Na) 
Thallium (Tl) 
Vanadium (V) 
Zinc (Zn) 

Cesium (Cs) 
Lithium ai) (3) 

Mercury (Hg) 

RFL/I'BU)1517/31/92 8:34 am pf 



Table A-1 Chemical Constituents Monitored in Groundwater During 1991 

Page 2 of 3 

METALS (continued) 
Molybdenum (Mo) 
Strontium (Sr) 
Tin (Sn) 

ANIONS 
Carbonate (CO,) 
Bicarbonate (HCO,) 
Chloride (Cl) 
Fluoride (F) 
Sulfate (SO,) 
Nitraternitrite (NOflO, )  
Cyanide (as N) (4) 

ORGANICS (% 
Target Compound List - Volatiles: 

Chloromethane (CH,CL) 
Bromomethane (CH,Br) 
Vinyl Chloride (GH,CL) 
Chloroethane (GH,Cl) 
Methylene Chloride (CH,CU 
Acetone 
Carbon Disulfide 
1,l -Dichloroethane (1,l-DCA) 
1,l ,-Dichloroethene (1,l -DCE) 
trans- 1,2-Dichloroethene 
1,ZDichloroethene (total) (total 1,ZDCE) 
Chloroform (CHC1,) 
1 ,ZDichloroethane (1,2-DCA) 
2-Butanone (MEK) 
1 , 1 , 1 -Trichloroethane ( 1 , 1 , 1 -TCA) 
Carbon Tetrachloride (CCL,) 
Vinyl Acetate 
Bromodichloromethane 
1,1,2,2-Tetrachloroethane 
1 ,ZDichloropropane (1 ,ZDCP) 
trans- 1,3-Dichloropropene 
Trichloroethylene (TCE) 
Dibromochloromethane 
1,l ,ZTrichloroethane 
Benzene 

RFLlTBMI517/31/92 8:34 am pf 



Table A-1 Chemical Constituents Monitored in Groundwater During 1991 

Page 3 of 3 

ORGANICS (5) (continued) 
cis- 1,3-Dichloropropene 
Bromoform(CBr,) 
2-Hexanone 
4-Methyl-2-pentanone 
Tetrachloroethene (PCE) 
Toluene (C,H8) 
Chlorobenzene (GH,CL) 
Ethyl Benzene 
Styrene 
Xylenes (Total) 

RADIONUCLIDES 
Gross Alpha 
Gross Beta 
Uranium 233+234; 234; 235; and 238 (U-233,234, 235, and 238) - dissolved 
Americium 241 (Am-241) - total 
Plutonium 239+240 (Pu-239,240) - total 
Strontium 89+90 (Sr-89,90) - dissolved 
Cesium 137 (0-137) - total 
Tritium 
Radium 226; 228 (Ra-226,228) - dissolved 

Not analyzed prior to 1989. 
Analyses in 1990 are for total chromium. Chromium (IV) was analyzed during fourth 
quarter 1987 only. 
Prior to 1989, lithium was only analyzed during fourth quarter 1987 and first quarter 

Cyanide was not analyzed during fourth quarter 1987. 
Not analyzed in background samples in 1989. 
Dissolved radionuclides replaced total radionuclides (except tritium) beginning With the 
third quarter 1987. During 1991, only total concentrations of Am-241, Pu-239,240, and 
Cs-137 were analyzed. 
Strontium 89+90 was not analyzed during first quarter 1988. 
Not analyzed prior to 1989, and only analyzed when gross alpha exceeds 5 pCi/l. 

RFL~u)1517/31/92 834 am pf 



Table A-2 Background Groundwater Quality Exceedance Values in the U p p o s t  Aquifer 
Page 1 of 2 

Background Groundwater 
Analyte Quality Exceedance Value Concentration Unit 

Al 
Sb 
As 
Ba 
Be 
cd 
ca 
cs 
cr 
co 
cu 
Fe 
Pb 
Li 
Mg 
Mn 
Hs 
Mo 
Ni 
K 
Se 

Na 
Sr 
TI 
Sn 
V 
zn 
TDS 
C1 (north) 
c1 (south) 
NWN@ 
SO4 
HC03 
C03 
PH 
CN 
Gross alpha 
Gross Beta 
U-233,-234 
U-235 
U-238 
Sr-89.90 
Pu-239 
Am-241 
CS-137 
Ra-226 
Ra-228 
TritiUm 
organics 
Fluoride 
Oil and Gas 
Phosphate 
Silica, &soh 
Silicon 

Rocky Flmable A-2 (Groundwater) pf July 30,1992 

0.327. 
os* 
0.01. 
02. 

0.005* 
0.01 11* 
62.5908# 

2.5, 
0.02. 
0.05. 

0.0477 
0.944. 
0.03%. 
1.79. 

16.085 1# 
0.2133# 
0.0008* 

0.5. 
0.0432. 
11.3. 

0.221. 
0.004. 

46.7359# 
7.12. 

1. 
1. 

0.05+ 
0.141. 

388.757% 
10.6716# 
21.9777# 
3.4338# 
67.0794# 
249.3524# 

5. 
8.219# 
0.01* 

55.0708# 
59.6331# 

0.1. 
2.0862# 
25.5702# 

0.0105# 
0.0167# 
0.5061# 
DL 

359.0676# 
DL 
DL 
DL 
DL 
DL 
DL 
DL 

0.90041# 



Table A-2 Background Groundwater Quality Exceedance Values in the Uppermost Aquifer 
Page 2 of 2 

Analyte Quality Exceedance Value Concentration Unit 
Background Groundwater 

Total Suspended Solids DL mg/l 
sulfide DL m a  

# 

* 

1 

DL 

Background Groundwater Quality Exceedance Value is equal to the upper limit of the 
tolerance interval reported in the 1990 Background Geochemical Characterization Report 

Background Groundwater Quality Exceedance Value is equal to the maximum 
concentration detected in background wells from the 1990 Background Geochemical 
Characterization Report 

Tolerance interval was calculated for strontium -90 only 

Organic and inorganic compounds above detection limit are considered as exceeding 
background groundwater levels if they were included in the 1990 Background Geochemical 
Characterization Report. 

Note: Chloride may have both a north and south value the uppermost aquifer. 
Use north chloride values for the Present Landfill and Solar Evaporation Ponds only 
Use south chloride values for the West Spray Field. 

’ 

Rocky Flatsflable A-2 (Groundwater) pf July 30,1992 



Table A-3 

A. Solar Evaporation Ponds 

Solar Evaporation Ponds Groundwater Monitoring Wells 

Page 1 of 2 

Well ID Screened Geologic Unit 

Uppermost Aquifer 
(Surficial Materials and 
Weathered Bedrock) 

0260 
0460 
1386 
1586 
1786 
1886 
2086 
2187 
2286 
2486 
2686 
2886 
2986 
3086 
3186 
3386 
3586 
3686 
3787 
3887 
5687 
P207389 
P207489 
P207 5 89 
P207689 
P2077 8 9 
P207 8 89 
P207989 
B208089 
B208189 
B208289 

Kacl(w) 
Qrf 
Qvf 
Qvf 
Qvf 
Qc 
Qc 
Qc 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Kacl(w) 
Kacl(w) 
Qc 
Qvf 
Qvf 
Qrf 
Qrf 
Qrf 
Kass(w) 
Qvf 
Kacl(w) 
Qrf 
Kacl(w) 
Qrf 
Kacl(w) 
Qc 
Kacl(w) 
Kacl(w) 

t 

Qrf: Rocky Flats Alluvium 
Qc: Colluvium 
Qvf Valley Fill Alluvium 
Kacl(w): Weathered Arapahoe Formation Claystone 
Kass(w): Weathered Arapahoe Formation Sandstone 
Kass(u): Unweathered Arapahoe Formation Sandstone 

RFL/l”BL0192 7/30/92 227pm pf 
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Table A-3 

A. Solar Evaporation Ponds Page 2 of 2 

Solar Evaporation Ponds Groundwater Monitoring Wells 

Well ID Screened Geologic Unit 

Uppermost Aquifer 
(Surfcial Materials 
and Weathered Bedrock) 

? 
J 

Lowermost Aquifer 
(Unweathered Bedrock) 
[These wells not included in 
geochemical data tabulations 
and manipulations] 

B208389 
B208489 
B208589 
B208689 
B208789 
P208989 
P209089 
P209189 
P209289 
P209389 
P209489 
P209589 
P209689 
P209789 
P209889 
P209989 
P210089 
P2 101 89 
P210289 
B210389 
B210489 

1486 
1686 
2287BR 
2386 
2586 
2786 
3286 
3486 
3987 
P208889 

Q c .  
Kacl(w) 
Qvf 
Kacl(w) 
Qc 
Kacl(w) 
Kacl(w) 
Kass(w) 
Qrf 
Kass(w) 
Kacl(w) 
Kacl(w) 
Kacl(w) 
Qrf 
Kacl(w) 
Qc 
Kacl(w) 
Kass(w) 
Kass(w) 
Kacl(w) 
Qc 

Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 
Kass(u) 

w. Rocky Flats Alluvium 
Qc: Colluvium w Valley Fill Alluvium 
Kacl(w): Weathered Arapahoe Formation Claystone 
Kass(w): Weathered Arapahoe Formation Sandstone 
Kass(u): Unweathered Arapahoe Formation Sandstone 

RFLmL0192 700192 228pm pf 



Table A-4 West Spray Field Groundwater Monitoring Wells Page 1 of 1 

I 
I 
1 

Uppermost Aquifer 
(Surficial Materials and 
Weathered Bedrock) 

I 
I 
I 

Well ID Scaeened Geologic Unit 

Lowermost Aquifer 
(Unweathered Bedrock) 

4586 
4786 
4986 
5086 
5186 
5686 
B4 10589 
B410689 
B410789 
B 1 10889 
B 110989 
B111189 
B411289 
B411389 

4686 
4886 
5286 

Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 
Qrf 

Qrf: Rocky Flats Alluvium 
Kl(u): Unweathered Laramie Formation Sandstone 
Note: Weathered bedrock wells 0582, 0682, 0782, 0881, 0981, and 1081 lack 

sufficient well construction documentation and will, therefore, not be used in 
this report. 

1 
I 

RFL/l’BLO153 7/30/92 2:24pm pf 



Table A-5 Statistics for West Spray Field - Analytes with Less than 10% Quantified Results, 1991 Addendum 

Analyte 
Well Analyte Detection Analyte 

Location Group Analyte Limit Unit Concentration Unit Qualifier Sample 
Date 

B111189 DMET Mercury 0.0 Pg/l 0.24 Pfl N* 11/13/91 

N - Spiked sample recovery not within control limits. 
* - Duplicate analysis not within control limits. 
DMET - Dissolved metals 

RFWElL.0294 7/31/92 833am pf 



Table A-6 Comparative Statistics for West Spray Field - 
Analytes with 10% to 50% Quantified Results, 1991 Addendum 

~~ ~~~ ~ ~ ~~ ~~~ 

Critical Values (two 
tail) at the 95th Calculated Z Statistic 

Calculated Percentile for the Outside of the Critical 
Z Standard Normal Value Range of -1.96 to 

Analyte statistic Distribution +1.96 

Acetone -0.17 k1.96 
Magnesium -2.0 1 f1.96 * 
Strontium -1.87 f1.96 

Phosphate 2.13 f 1.96 ** 

* Indicates that the proportion of detections in the downgradient well(s) exceeds the proportion 
of detections in the upgradient well(s). 

** Indicates that the proportion of detections in the upgradient well(s) exceeds the proportion 
of detections in the downgradient well(s). 

RFL/l’BLO295 7/31/92 8:34 am pf 



Table A-7 Comparative Statistics for West Spray Field - Analytes with Greater than 50% 
Quantified Results, 1991 Addendum 

Analyte 
ANOVA Method 

used’ Probability Value 4 . 0 5  

Gross Beta 
Uranium-233,234 
uranium-238 
Fluoride 
Specific Conductance 
Sulfate 
Calcium 

PH 
Sodim 
Gross Alpha 

Americium-241. Total 
Uranium-235 

Cesium-137, Total 
Pl~t~ni~m-239,240, Total 
Bicarbonate 
Chloride 
Nitrate/Nitxite 
Tritium 
silica, Dissolved 
Total Dissolved Solids 
Total Suspended Solids 

LN 
LN 
LN 
NP 
LN 
NP 
N 
N 
NP 
N 
NP 
LN 
N 
NP 
N 
NP 
NP 
N 
NP 
NP 
NP 

0.917 
0.0036 
0.0068 
0.0007 
0.0001 
0.0064 
0.0034 
0.1297 
0.025 1 
0.0382 
0.3068 
0.8457 
0.1312 
0.1975 
0.1082 
0.0098 
0.0044 
0.2024 
0.01 12 
0.0208 
0.6252 

* 

* 
* 
** 

* 

* 
** 

LN = ANOVA method for log-normally distributed data. 
N = ANOVA method for normally distributed data. 
NP = , ANOVA method for nonparametric (nondistributed) data. 

* Indicates that the analyte concentrations in the downgradient wells are statistically greater than the andyte 
concentrations in the upgradient well. ”his may indicate downgradient contamination. 

** Indicates that the analyte concentrations in the upgradient well are statistically greater than at least one 
downgradient well. This may indicate a possible upgradient source. 

RFL!l”Bu)297 7/30192 221pm pf 



I 
I 
I 
I 

Table A-8 Present Landfill Groundwater Monitoring Wells Page 1 of 1 

Well ID Screened Geologic Unit 

Uppermost Aquifer 
(Surficial Materials and 
Weathered Bedrock) 

Lowermost Aquifer 
(unweathered Bedrock) 

0586 
0686 
0786 
1086 
4087 
4287 
5887 
6087 
6187 
6287 
6387 
6487 
6587 
6687 
6787 
6887 
7087 
7187 
7287 
B106089 
B206189 
B206289 
B206389 
B206489 
B206589 
B206689 
B206789 
B206889 
B206989 
B207089 
B207289 

Qat Artificial Fill 
Qvf: Valley Fill Alluvium 
Qrf: Rocky Flats Alluvium 
Kacl(w): Weathered Arapahoe Formation Clay stone 
Kass(w): Weathered Arapahoe Formation Sandstone 
Kass(u): Unweathered Arapahoe Formation Sandstone 

RFLmL0153 7/30192 2:U)pm pf 
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FIGURES 
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Figure A-1 Upgradient Well to Downgradient Well Statistical Comparisons Flowchart 
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U.S. DEPARTMENT OF ENERGY 
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Golden, Colorado 

SOLAR EVAPORATION P O N D S  

RCRA GROUNDWATER 
1991 ANNUAL 

MONITORING REPORT-ADDENDUM 

Figure A-2 
Additional Data for Surficial 

Material Wells Previously 
Unavailable for  the 
1991 RCRA Report 

JULY. 1 9 9 2  
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Figure A - 3  
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Bedrock Wells Previously 
.Unavailable for the  
1991 RCRA Report 
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Figure A-4 
Dissolved Uranium-233,234 
and Dissolved Uranium-238 
in Surficial Materials, 199 1 

JULY. 1992 
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Figure A-5  
Dissolved Uranium-233,234 
and Dissolved Uranium-238 
in Weathered Bedrock, 1991 

JULY. 1992 
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Volatile Organic Compounds 
in Surficial Materials, 1991 
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Figure A - 7  
Volatile Organic Compounds 
in Weathered Bedrock, 1991 

JULY. 1907 
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Additional Data for Surficial 

Material Wells Previously 
Unavailable for the 
1991 RCRA Report 
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Quarter, 199 1 
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Quarter 
Number Analyte Concentration Dtcocuries Der in 

U-233,234 
U-235 
U-238 
Am-241 
Pu-239,240 
Ra-226 Sr - 89,9 0 

cs- 137 

iiter (pci/ l j  

Americi u m - 2 4 1 (tot a I) 
PIu tonium -239,240 (tot ai) 
Radium-226 (dissolved) 
Strontium-89,90 (dissolved) 
Cesium- 137 (total) 

VOTES 1 .  Cometrations in italics represent 
data presented in this addendum 

2. Analyses for Am-241, Pu-239,240, and 
Cs-137 are totals only. 
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Jpperrnost Flow System, - 199: 

JULY. 1992 



APPENDIX A 

DATA ACCOUNTABILITY TABLE 

I 
1 
w 
1 
E 
1 
I 
E 
0 
I 
1 
E 
1 

I 
1 
E 
m 
E 



I 
1 
E 
I 
P 
1 
I 
1 
I 
u 
d 
E 
I 
U 
R 
I 
i 
Y 
E 

1991 RCRA Ground Water Monitoring Report - Addendum 

DATA ACCOUNTABILITY TABLE 
for Data Received Subsequent to the 1991 RCRA Groundwater Monitoring Report 

(EG&G, March 1991) 



1991 RCRA Ground Water Monitoring Report - Addendum 

DATA ACCOUNTABILITY TABLE 
for Data Received Subsequent to the 1991 RCRA Groundwater Monitoring Report 

(EG&G, March 1991) 

Present Landfill 



1 

APPENDIX B 

ANALYTICAL DATA TABLES FOR GROUNDWATER Q u a m  
1991 ADDENDUM 



Page: 5 
ANALYTICAL DATA TABLES FOR GROUNDWATER PUALITY 1991 ADDENDUM 

Solar Eveportion Ponds - Surficial Materials 

We1 1 AAlyte  
I D  GroM GroM Analvte Sanple 

Sarnple Analyte Detect ion 
Date Quarter Concentration Unit Pual i f ier  VA L i m i t  

10/24/91 4 1.8890 PCI/L P207489 RADS DRADS U-238DA GWOl896 I T 

+ End of Report - 
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Page: 1 
ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 

Solar Evaportion Ponds - Weathered Bedrock 

Detection We1 I Ana I yte Semple 
I D  Group Group Ana 1 y t  e Sample Date Quarter Concentration Unit  Qual i f ier  VA Limit 

Anelyte 

Group Key a t  End o f  Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER PUALITY 1991 ADDENDUM 
Solar Eveportton Ponds - Weathered Bedrock 

Senple Analyte Detectton 
Sample Date Quarter Concentration Unit Pualtfter VA L i m i t  

Analyte 
Group Group Ana 1 yte 

'Well 
I D  

P210189 RADS DRADS U-UQA 

End of Report A 
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ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDLN 

West Spray Field - Surf ic ial  Materials 

Sarrple Analyte Detection 
Date Quarter Concentration Unit Puel i f ier  VA L i m i t  

Wet l Analyte 
I D  Group Group Analyte .Sample 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GRDUNDUATER QUALITY 1991 ADDENDUM 
West Spray Field - Surf ic ial  Materials 

Page: 2 

Vel 1 Analyte Sample Analyte Detect 1 on 
ID Group Group Analyte Sample Date Puarter Concentration Unit Pual i f ier  VA L i m i t  - - - 

5 
5 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 
West Spray Field - Surficiel Materials 

riel 1 Analyte 
I D  Group Group Anelyte Senple 

Detect f on Senple Anelyte 
Date Puarter Concentration Unit Pualifier VA L i m i t  

GWolff3 I T  
GWOl733 I T 
GUO1733lT 

10.0000 
50.0000 

METALS OMETC 

METALS DMETCLPTAL POT 

Group Key et End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 
West Spray Field - Surfleiel Materials 

Sanple 

~~~ ~ 

Detection Sample Anelyte 
Date Quarter Concentration Unit Qualifier VA L i m i t  

uei I Analyte 
ID Group Group Analyte 

Group Key a t  End of Report 
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ANALYTICAL DATA TABLES FOR GROUNDWATER PUALITV 1991 ADDENDUM 

West Spray Field - Surf ic ial  Materials 
~~~ ~ 

Detection wet t Analyte Sanple 
1D Group Group Analyte Sanple Date Quarter Contentration Unlt Qual i f ler  VA L i m i t  

Analyte 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDUATER WALITY 1001 ADDENOW 
Uest Spray Field - Surficial Materials 

We1 1 Ana t yte 
I D  C r w D  Grow Ana 1 Yte 

Detection 
Sample Date Quarter Concentration Unit Qual i f ier  VA L i m i t  

Sample Analyte 
-- 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER WALITY 1991 ADDENDUM 
West Spray Field - Surf ic ial  Materials 

Sample Ana 1 y te  Detection 
Date Quarter Concentration Unit  Qual i f ier  VA L i m i t  Sanule 

We1 1 Analyte 
I D  Group Group Analyte 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 
Uest Spray Field - Surficial Materials 

Sample Analyte Detection 
Sanple Date Quarter Concentration Unit Qual i f ier  VA L i m i t  

Met t Analyte 
I D  Group Group Analyte 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDEWDLN 
West Spray Field - Surficial Materials 

Page: 9 

Detection Wet 1 Anelyte Senple Anelyte 
JD Group Group Anelyte senpl e Date Ouarter Concentration Unit Oualifier VA L i m i t  

61 11 189 RADS ORAOS BETA 

81 1 1 189 0.2000 
Bll118 0.1000 
811118 NITRATE/NITRIT 0.0200 
e11118 RTHOPHOSPHATE 0.0100 
811118 2.0000 
Bl l l18 OTAL DISSOLMD SOLID 0.0000 

Group Key at  End of Report 
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Page: 10 

ANALYTICAL DATA TABLES FOR GROUNDWATER PUALITY 1991 ADDENDUM 
West Spray F i e l d  - S u r f i c i a l  Mater ia ls  

Sample Analytc Detect i o n  
Sanple Date Quarter Concentration U n i t  P u a l i f i e r  VA Lirni t 

Well Analyte 
I D  Group G r o u p  Ana 1 y t e  

. . . . . . . . . . . .  ~ 

00. 
00 

841058 RSEN W015 00 
861058 RSEN w019 00 

058 NT!H Y!F 
058 NTIM W019 

841 058 ET 15 

E! 15 
19 

843058 E l  19 
OS8 
058 ET 

841 0589 
84 10589 
8410589 
8410589 METALS DMETCLPTA 
8410589 
841 0589 
8410589 
6410589 
8410589 
8410589 
6410589 
8410589 
6410589 
6410589 
84 10589 
8410589 
8410589 
8410589 
8410589 METALS DMETCLPTAL POT 
84 10589 METALS DMETCLPTAL POTASSlUH 
8410589 
8410589 

Group Key a t  End  o f  Report 

I 



ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 
West Spray Field - Surficial Materials 

  ell Analyte 
I D  Group Group Ana l yte Sample 

Sample Ana 1 yt  e Detect lon 
Date Quarter Concentration Unit Puel i f ier  VA l i m i t  

LOROHETHANE 
LORWETHANE 

Group Key a t  End of Report 
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ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 
West Spray Field - Surf ic ial  Materials 

Analyte Sanple Analyte Detection 
L i m i t  

wei 1 
I D  Group Group Analyte Sample Date Quarter Concentration Unit Qualifier VA 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER W A L I T Y  1991 ADDENDM 
West Spray Field - Surficial Materials 

Page: 13 

Wet I Analyte 
I D  Group Group Analyte Sarrple 

- 

Senple Ana 1 yte Detection 
L i m i t  Date Quarter Concentration Unit Qual i f ier  VA 

Group Key a t  End of Report 



I 
ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 

Uest Spray F i e l d  - S u r f i c f a l  Mater ia ls  

Page: 14 

u e i  I Analyte 
I D  Group G r o u p  Analyte 

Sample A n d y t e  Detect i on 
Sample Date Puarter Concentration U n i t  Qua t l f i e r  VA L i m i t  

. .  
GW01981 I T  1 1 m / 9 1  .....4......... .. . .. .. ... . ... 5.0000 .UG/L U V 5 .OOOO 

8410789 GW01981 IT 5.0000 UG/L U V 5.0000 
0410789 CW01981 IT 0.0000 uc/ 0.0000 
8410789 GW01981 IT 0.0000 UC/ 0.0000 
64 10789 GU01981 I T  0.0000 UG/ 0.0000 
841 0789 GW01981 I T  0,0000 UG/ 0.0000 
841 0789 wo1981 I T  5.0000 UG/ 5 .OOOO 
8410 0.1 98 
843 0 01 98 
... 8410 01 98 00 
8410 01 98 00 
841.078 BON WOJ 98 
841078 OR0 UOl98 

078 OR0 UO 198 
078 OdO U0198 

8 W O  1 
e W O l  
8 WO 1 

8410789 GU01981 IT 
841 0789 GM1981 I T  
8410789 CW01981 IT 
0410789 W019811T 
84 10789 GW01981 IT 
8410789 GW019811T 
841 0789 GU01981 I T  
8410789 GuO1981IT 
84 1 0789 GW01981 IT 
84 10789 GW01981lT 
84 1 0789 GU01981 IT 
8410789 GM1981 IT 
841 0789 NITRATE/NITRITE GW01981 I T  
8410789 ORTHOPHOSPHATE GW019811T 
8410789 GW01981 I T  
84 10789 GW1981 IT 
0410789 WHP WPL TOTAL SUSPENDED SOLIDS GW01981 IT 11/12/91 4 10.0000 MC/L V 4.0000 

End o f  Report A 
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ANALYTICAL DATA TABLES FOR GROUNDWATER W A L I T Y  1991 ADDENDUM 
Present Landfi l l  - Surf ic ial  Haterials 

Detection We1 1 Ana 1 y te  Sample Ana 1 y t  e 
I D  Croup Group Analyte Date Quarter Concentration Unit  Qua l i f i e r  VA Limit 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GRWNDUATER 9UALITY 1991 ADDENDUM 
Present Landf i 1 1 - Surf i c i a l  Mater ia ls  

Page: 2 

We1 l Analyte 
I D  Group G r o u p  Anelyte Sample 

Detect ton Sanple Analyte 
Date Quarter Concentration U n i t  Q u a l i f i e r  VA L i m i t  - 

608 GUOl542I T 07/18/91 176.0000 UG/ 0 .oooo 
608 GWOl5421 T 07/18/91 000.0000 UG/ 0.0000 
608 GU01542I T 07/18/91 1.0000 UO/ 3 .Ob00 
6087 GUO1542 IT 07/18/91 3 
6087 GUOl5421 T 07/18/91 3 
608 META 
608 HETA 
608 !ETA 
608 HETA 

15.0000 6087 METALS DMETCLPTAL MANGANES GWO1542IT 382.0000 UG/L V 
6087 METALS DWETCLPTAL MERCURY GW15421T 0.0000 UG/ 0.0000 
608 DMETC ERCUR 
608 D ~ E T N  0l;YBD 
608 METALS DMETNOCLP GUOl542 I T 12.0000 UG/L B V 200.0000 
608 METALS OMETCLPTA GWO15421 .OOOO UG/ 0000 
608 GU015421 .OOOO UG/ 0000 
608 GWOl5421 .OOOO UG/ 0000 
608 GWOl5421 .OOOO UG/ 0000 
608 METALS DMETCLPTA GU015421 .0000 UO/ 0000 
608 METALS DMETCLPTA GwO15421 .OOOO UG/ 0000 
608 METALS OWETCLPTA GvO15421 .OOOO UG/ 0000 

0000 .OOOO UG/ 608 GW015421 
608 GWO1542I .OOOO UG/ 0000 

0000 608 GW015421 .OOOO UG/ 
608 GUOl542 I .OOOO UG/ 0000 . . . . . . . . . . . . . . . . . . . . . . . . . . . . .... . .  

608 UOlS 000 
608 uol5 000 

GUO 1542 I 1 

Group Key a t  End  o f  Report 



Page: 3 
ANALYTlCAL DATA TABLES FOR GROUNDUATER WALITY 1991 ADDENDLM 

Present Landfi l l  - Surf ic ial  Materials 

Detection 
Sample Date Quarter Concentration Unlt  Quallfter VA Limit 

Analyte Senple Ana 1 yte 
Group Group Analyte 

- -  

uei 1 
10 

Group Key a t  End of Report 



Page: 4 
ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 

Present Landf i 11 - Surf ic ia l  Materials 

We1 1 Analyte Sanple Analyte Detect ion 
ID Group Group Analyte Sample Date auarter Concentration Unit Qualifier VA L i m i t  

Group Key at End o f  Report 

I 



ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 
Present Landfill - Surficial Materials 

We1 1 Analyte Senple Analyte Detection 
I D  Group Group Analyte Sanple Date Quarter Concentration Unit Qualifier VA L i m i t  

~ ~~ 

Group Key at End of Report 



Page: 6 
ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 

Present Landfi l l  - Surf ic ial  Materials 

Vel 1 Ana 1 y t e  Sanple Analyte Detect Ion 
I D  Group Group Analyte Senple Date Puarter Concentration Unit  Qualif ier VA Limit 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDW 
Present Landfill - Surficial Haterials 

Analyte Detectton 
L i m i t  

Sample Uel 1 Analyte 
I D  Group Grow Analyte Sanple Date Quarter Concentration Unit Qualifier VA 

~~ 

Group Key at E n d  of Report 



ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 
Present Landfi l l  - Surf ic ial  Materials 

Ana 1 yte Sanple Analyte Detection 
L i m i t  Groub Gram Analvte Sample Date Quarter Concentration Unit Qua l i f i e r  VA 

Vel 1 

~ 

Group Key a t  End of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER OUALITY 1991 ADDENDW 
Present Landfill  - Surficial Materials 

Weti Analyte Sample Analyte Detection 
I D  Group Group Analyte Sampl e Date Quarter Concentration Unit Qual i f ier  VA L i m i t  

e End of Report - 





Page: 1 
ANALYTICAL DATA TABLES FOR GROUNDWATER QUALITY 1991 ADDENDUM 

Present L a n d f i l l  - Ueathered Bedrock 

Vel 1 Analyte 
I D  G r o u p  Group Ana 1 y t e  

Semple Analyte Detection 
Sample Date Quarter Concentration U n i t  Q u a l i f i e r  VA l i m i t  - - 

8206189 GW01944 I T 13.0000 PCI 
8206189 GWOl944 I T 0.0059 PCI 
8206189 GW019441T 
8206189 GUO1944 I T 
8206189 GU01944 IT 
8206189 GU01944 I T 
6206189 GU019441T 
8206189 GU019441T 
8206189 GW019441T 
8206189 GU01944 I f  
8206289 GU015231T 
8206289 GUO1523 I 1 
8206289 GU01523If 
820628 LUM! GU01523. 
820628 NTIM GUOl523 
B20628 N T I M  GW0.1.523 
820628 RSEN GUO1523 

Group Key a t  End  of Report 



ANALYTICAL DATA TABLES FOR GROUNDWATER OUALITY 1991 ADDENDUM 
Present Lendf i 11 - Weathered Bedrock 

Well Analyte 
I D  Group Group Analyte Sample 

Detect ion Sanple Analyte 
Date Quarter Concentration Unit Pualfffer VA L i m i t  

Group Key a t  E n d  of Report 



Page: 3 
ANALYTICAL DATA TABLES FOR GROUNDUATER QUALITY 1991 ADDENDUM 

Present Landfi l l  - Ueathered Bedrock 

Sample Analyte Detection 
Sample Date Quarter Concentration Unlt  Qualifier VA Limit 

Vel 1 Analytc 
I D  Group Group Analyte 

Group Key e t  End of Report 
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Page: 4 
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ANALYTICAL DATA TABLES FOR GRWNDUATER QUAL1 TY 1991 ADDENDUM 
P r e s e n t  Landfill - Weathered Bedrock 

Wet 1 A n a t y t e  
I D  G r o u p  G r o u p  A n a l y t e  - .. - 
8206889 VOC VOCCLPTCL DIBROMOCHLOROMETHANE GUOlS 
8206889 GWO15 
8206889 VOC VOCCLPTCL METHYLENE CHLORIDE GUO15 
8206889 voc GUO15 
820688 GU015 
820688 GWOl5 
820688 GUO15 
820688 GUOl5 
820688 lNYL 
Ii20688 YLEN 

S a m p l e  

3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
'1 
'1 
11 
'1 
'1 
'1 
'1 
'1 
11 
11 
'1 
'1 

- 

620688 C I S -  1,3:DICHLOROPROPENE GU015 
820688 TRANS~1~3-01CHLOROPROPENE GWO15 
8206889 W P L  NITRATE/NITR GUO15 
8206989 ORADS T R I T I W  GUOl9 

~ ....................... ......... 
019 
019 

... 8207089 
8207089 
8207089 RADS DRADS BETA GUOl9 
8207089 CS-13 GUO19 

GUO.19 
Gw19 

8?0708 
820708 
8207089 OTA 19 
8207089 RIT 19 
8207089 -23 19 
8207089 -23 19 
8207089 RADS DRADS U-23&A GUO 19 

D e t e c t  ion S e n p l e  A n e l y t e  
D a t e  , Puarter C o n c e n t r a t i o n  U n i t  Qual i f ier  VA L i m i t  

0 1 T  07/17/91 0.0000 
O I T  07/17/91 5.0000 
O I T  07/ 17/91 6.0000 
O I T  5.0000 
01 T 5.0000 
O I T  5 .OOOO 
O I T  5.0000 
O f f  5.0000 
1OIT 5 .OOOQ 
'011 5.0000 

07117191 3 0.0000 

00 
00 .. . . . . .  

. zoo ..... 
006 

71 T 5.1320 P C I /  
71 T 
71T 
71 T 
71 T 
71 T 0.5275 PC1/ 

I 1 0000 
I 
I 
I 
171T 10/18/91 4 1.2270 P C I / L  0.6000 - E n d  of R e p o r t  A 




